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  TCW

FLANGE THICKNESS 6 - 12 mm

MAX BEAM LENGHT 14.000 mm

PLATE THICKNESS 4 - 8 mm

PLATE WIDTH 150 - 700 mm

FLANGE HEIGHT 100 - 300 mm

MAX CONICITY ANGLE 20 ° on the shaped side

TYPE OF WELDING Submerged-arc: Twin-arc

TCW - Trailer chassis

If you come from the trailer chassis manufacturing sector, an excellent solution for your business is
Trailer chassis welding line. This dedicated welding device consists of a motorized portal with two
welding heads which follow the geometry of complex beams during the welding process. To complete
the system there is a hydraulic/pneumatic locking system, which allows the profiles to be assembled
before the welding phase.

The TCW has been engineered specially for the trailer chassis
manufacturer

Trailer chassis welding | Shaped beams solution

Laser pointer
Pneumatic flux tank feeder

Flux dryer
Flux-heating system

Torch twin-arc tandem 5/64" Ø2mm - cod.VS01-040B-
A002

Contact tip for Torch single-arc 1/8" Ø3.2mm -
cod.VS01-000D-C001

Contact tip for Torch single-arc 5/32" Ø4mm -
cod.VS01-000E-C001

Contact tip for Torch single-arc 5/64" Ø2mm -
cod.VS01-000B-C002

Contact tip for Torch single-arc Long-Wire-Out 5/32"
Ø4mm - cod.VS02-010E-C002

Contact tip for Torch twin-arc 1/16" Ø1.6mm -
cod.VS01-000A-C001

Accessories & Torches

Sectors

Types of profiles


